
CE560XLS

SPECIFICATIONS

Max Ramp Weight 20,400 lb

Maximum Takeoff Weight 20,200 lb
Maximum Landing Weight 18,700 lb

Zero Fuel Weight 15,100 lb
Maximum fuel Capacity 6,790 lb (@ 6.7 lb/gal)

Two Pratt & Whitney PW545B
Takeoff Thrust 3,990 lb
Bypass Ratio 3.8:1
Max Engine Oil Consumption: 1 Quart Every 8 Hours

Outside Dimensions
Overall Length 51’ 10”

Overall Height 17’ 5”
Wingspan 55’ 8”

LIMITATIONS

ITT 720° C Continuous
720 - 740° C Yellow / Transient
760° C Transient 20 Secs.

N2 102.8% Continuous
>102.9 Flashing Red.

Oil Pressure 20 psi Min.
45 - 160 psi Continuous
250 psi Max. 400 Secs. (Approx. 6 ½ min.)

Oil Temp 10 - 121° C Continuous
10 - 135° C Takeoff
121 - 135° C 20 Secs.
-40° C Starting

EMERGENCY PROCEDURES

CHANGED: ENGINE FAILURE OR FIRE, OR MASTER WARNING DURING TAKEOFF
SPEED AT OR ABOVE V1 - TAKEOFF CONTINUED

1. ROTATE .............................. VR

2. LANDING GEAR ................... UP (after positive rate of climb)
3. AIRSPEED ............................ V2 until level off altitude
4. WING XFLOW ...................... ON (if wing anti-ice ON)

ADDED: WINDSHEAR WARNING

1. THRUST ..................................……... T/O DETENT
2. AIRPLANE PITCH ATTITUDE ......... INITIAL PITCH OF 10 DEGREES
3. SPEED BRAKE .................….......... CONFIRM RETRACTED








